
dumper trailers
Engineering for efficient transport solutions
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HAWE offers three dumper 
trailers with tandem running 
gear and a gross permitted 
weight of 20 to 23 tonnes. 
These can also be supplied as 
two- or three-side tippers and 
can optionally be fitted with 50 
or 70 cm high silage extensions.

Dumper trailer with tandem running gear

All HAWE dumper trailers have 
a tapered body design. The 
picture shows a two-side tipper 
with tandem running gear, 
standard body and wide-opening 
hydraulic tailgate. HAWE dumper 
trailers are fitted as standard 
with a robust, grain- and 
rape-proof rear wall with grain 
hatch and adjustable eccentric 
locking.
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Dumper trailer with tridem running gear

HAWE dumper trailers with 
tridem running gear can also 
be supplied as two-side tippers. 
The split sidewall with manual or 
hydraulic opening is located on 
the left in the direction of travel. 
HAWE offers two dumper trailers 
with tridem running gear and a 
gross permitted weight of 30 or 
33 tonnes.

HAWE dumper trailers are 
robust, reliable, durable and 
economical vehicles. Decades 
of experience and close 
collaboration with users set 
our products apart. As well as 
offering comprehensive standard 
equipment and wide range of 
available options, we are also 
able to meet your individual 
requirements quickly and 
efficiently. Talk to us!

All tandem and tridem dumper trailers are available with standard running gear (parabolic suspension up 
to 48 tonnes) or optionally with hydraulic running gear suspension.
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The sidewall unlocking system 
can also be hydraulically 
actuated as an option.

The extensive range of HAWE 
dumper trailers enables you to 
choose the right vehicles to 
meet the needs of your farm 
and operating conditions. Five 

types are available, with a 
gross permitted weight of 20 
to 33 tonnes and tandem or 
tridem running gear. All HAWE 
dumper trailers can be supplied 

optionally as two-side tippers 
and with a silage extension, 
giving a capacity of up to 44 
cubic metres.

The trailer can be unloaded at the side and rear when the cover is 
closed. It goes without saying that the HAWE roll-up cover system is 
completely waterproof.

Large selection of dumper trailers

The HAWE roll-up cover system is very easy to use. The cover is firmly attached by a toothed rack system; 
additional ratchet fixings or similar are unnecessary. It is operated from a platform which is supplied as 
standard equipment and is accessed by a folding ladder.

The HAWE roll-up cover system
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Hydraulic rear axle support is 
standard in all models.

Lubrication strip on the axles. All 
lubrication points are centrally 
located.

Hydraulic parking stand and 
mechanical drawbar suspension.

Shut-off valve and rapid lowering 
valve on the tipping ram.

Oil supply via on-board 
hydraulics with electro-hydraulic 
control.

... with individual equipment features

The positive steering system is 
controlled by a Bowden cable.

The standard equipment includes 
heavy running gear with parabolic 
suspension, BPW axles and 
generously sized brakes.

Running gear with hydraulic 
suspension.

Hydraulic drag-type stand and 
hydraulic drawbar suspension.
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Suspended rear lights 
(protective grille available as an accessory).

High-quality solutions in detail

Adjustable tailgate lock. Grain hatch as standard.Smooth, tapered dumper body 
with 50 cm or 70 cm silage 
extension.

Rear hitch with connection 
points for hydraulics and air 
brakes.

All dumper trailers are also 
available as a body-swap system.
Just two or three different 
trailer bodies will enable you to 
utilise your running gear to its 
full capacity. HAWE offers the 
following bodies:

•	Universal spreader and 
	 manure spreader
•	Field transfer trailer for grain
	 and seed
•	Beet transfer trailer
•	Silage transport trailer
•	Cargo push-off trailer
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Alliance Traction 328 
-	standard equipment 
	 on all HAWE dumper trailers
-	Diagonal flotation tyres for 
	 trailed vehicles with tread 
	 pattern which minimises soil 
	 damage

Alliance Agri-Transport 390
-	ideal for grassland use
-	the deep tread guarantees 
	 a long service life
- flexible tread blocks and wide 
	 tread voids for optimum 
	 self-cleaning characteristics
-	continuous steel belt provides 
	 high side stability 

Alliance Flotation 380
- flexible tread blocks and wide 
	 tread voids for optimum 
	 self-cleaning characteristics
-	continuous steel belt for
	 excellent durability
-	very good traction in both 
	 directions of travel thanks to 
	 non-directional tread pattern

Michelin CARGO X BIB
-	high-quality tyres for road 
	 transport
-	high load-bearing capacity and 
	 large contact area
-	accurate steering and low
	 rolling resistance

Vredestein Flotation Trac
-	relatively large contact area, 
	 can be used at speeds up to 
	 65 km/h
-	optimum load distribution 
	 across the contact area
-	protects the grass
-	low rolling resistance, good 
	 self-cleaning properties and 
	 traction characteristics

Nokian Country King
- the Nokian Country King runs 
	 extremely quietly  
-	rolls effortlessly on the road 
-	speed class D (65 km/h), 
	 an economical and 
	 environmentally friendly option

The large-volume tyres reduce the tractive power requirement and prevent soil compaction even under 
wet harvesting conditions. The relatively large contact area minimises rolling resistance so the tyres keep 
rolling even under difficult conditions.

Tyre options to meet every need
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specifications – dumper trailers

Additional equipment: tyre options, hydraulic running gear suspension, incl. lift axle, manually controlled, 
electronic running gear adjustment, Quick Cover load covering system, also available as body-swap system,
oil supply via on-board hydraulics with electro-hydraulic control.
The HAWE product range is being further developed continually. We reserve the right to alter technical specifications, prices and models at any time. 
Illustrations and specifications approximate.

Type MK 20 T MK 22 T MK 22 TS MK 29 T MK 32 T
Permitted gross weight (t) 20 22 23 30 33
Capacity (m3) 22 24 25 26 34
Capacity (m3) 
with 50 cm silage extension

29 33 34 36 -

Capacity (m3) 
with 70 cm silage extension

- 36 37 39 44

Dimensions, dumper body
Length (m) 6.30 6.60 7.00 7.20 8.20
Width (m) 2.20 2.20 2.20 2.20 2.20
Height (m) 1.60 1.60 1.60 1.60 1.60
Overall dimensions
Length (m) 8.10 8.35 8.75 8.95 9.75
Width incl. tyres (m) 2.60 2.60 2.60 2.75 2.85
Height (m) 3.15 3.15 3.15 3.25 3.50
Brakes Dual-circuit air brakes 

with ALB
Dual-circuit air brakes 

with ALB
Dual-circuit air brakes 

with ALB
Dual-circuit air brakes 

with ALB
Dual-circuit air brakes 

with ALB
Running gear type BPW axles, tandem BPW axles, tandem BPW axles, tandem BPW axles, tridem BPW axles, tridem
Suspension 24 t LK float unit 

with dynamic axle 
compensation

32 t LK float unit 
with dynamic 

axle compensation

32 t LK float unit 
with dynamic axle 

compensation

36 t LK float unit 
with dynamic axle 

compensation

48 t LK float unit 
with dynamic axle com-

pensation
Steering axle(s) Optional self-steering, hydr. 

lockable
self-steering, hydr. 

lockable
1st & 3rd axle self-

steering, hydr. lockable
1st & 3rd axle self-

steering, hydr. lockable
Attachment
Upper, hitch ring Standard Standard - - -
Lower K80 Optional Optional Standard Standard Standard
Drawbar suspension Standard Standard Standard Hydraulic Hydraulic
Tyres
Standard 550/60x22.5 16 PR 550/60x22.5 16 PR Michelin Cargo BIB X 

600/55 R 26,5
600/55x26.5 16 PR 700/50x26.5 16 PR

Tip angle, degrees 50 50 50 50 50
Oil volume required, 
approx. l.

44 44 44 52 67

Options
Positive steering - 0 0 0 0
Hydro-pneumatic running gear 
suspension with lift axle

- 0 0 0 0

High-quality roll-up cover 
and easy-to-use cover frame

0 0 S 0 0

Two-sided tipper model rear/
left

0 0 0 0 0

Rapid lowering valve 0 0 S 0 0
Hydr. flap opening with side-
tip system

0 0 0 0 0

Automatic hitching 
system 16 t

0 0 0 0 0

Hydr. rear axle support S S S S S




